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RJ45 Plug
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Caution:

These lockable pins are inserted half way, do not fully
insert the pins into lockable position unless you have
a key Part Number: 6L-KEY ( Key Sold Separately)
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Pin Assignment

Conn.2 RJ45 Plug

Co

Conn.1 Conn.2
. Ay .
Electronic Test: 1 (] 1 White/Orange
2 \% 2 Orange
1. 100% Test(Open. Short. Miss wire) 3 (f\) 3 White/Green
2. Contact Resistance: 2 ohm max 6 ;/\ 6 Green
4 ( ) 4 Blue
3. Insulation Resistance: 10 M ohm min 5 v ) White/Blue
7 A 7 White/Brown
4. Hi—Pot: 300V DC/10ms 8 U 8 Brows
Table:
CnC P/N Color code cab?:lkp/N Carton Size Pe bag Size Carton Q'ty
651L—00UTP—PK—0Q06F |701C(Pink) |g1—08322 | 46*30*15cm | 7"*12" 50pcs
651L—00UTP—RE—Q006F |18suReD)  |61-08077 | 46+30%15cm | 77+12" 50pcs
651L—00UTP—GR—0006F |422U(Grey)  [61-08082 | 46%30%15cm | 77*12” 50pcs RoHS Compliant
651L—00UTP—BK—0006F |3U2X(Black) |61-08076 | 46*30*15cm | 7"*12" 50pcs
651L—00UTP—WH—00QG6F |EC—001(White) [61—08081 46*30*15cm 7"%12" 50pcs DESCRIPTION 6F LOCKABLE PATCH CABLE
651L—00UTP—GN—OO0BF |347U(Green) |61-08080 | 46*30*15cm | 7°*12° 50pcs Cnc TeCh CAT5E UTP RJ45 M/M
651L—00UTP—BU—0006F |300u(Blue)  |61-08039 | 46*30%15cm [ 7°%12" 50pcs : CUSTOMER
651L—00UTP—YL—0006F |102U(Yellow) |61—08079 46*30%15cm 712" 50pcs Industrial Cable and Connector Technology
651L—00UTP—VI—0006F |2603U(Violet) [61-08117 | 46*30%15cm | 77*12" 50pcs CUSTOMER P/N
651L—00UTP—OR—0006F |1575U(Orange) | 61—08078 46*30*15¢cm 712" 50pcs MODEL NO
@] Lock for RJ45 Connector Red Material: PC 2 [PCS HS CODE| 8544422900 | PRODUCT NO.
(3| Type A BOOT COLOR:Transparent Material: PC 2 PCS BARCODE |800991 1****x | CnC NO. 651L—00UTP=xx—0006F
@) | LONG BODY RJ45 PLUG,UTP 8P8C 50u” 2 PCS DRAW. Terry DWG NO. BA—130011 | REV. 1
@ Cable:Cat5e UTP Stranded 24AWGx4P-+Jacket
0D:5.35+0.15mm 1.83 M CHECK. Lisa DATE. 2013.05.09 |SCALE.| NONE
NO P/N DESCRIPTION QTY UNIT APP. Jason SIZE. | A4 UNIT.| mm |SHEET| 1/1
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